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pounds, the standards set forth in para-
graphs (b)(3)(ii) and (b)(4)(ii) of this
section refer to the manufacturer’s en-
gineering design evaluation using good
engineering practice (a statement of
which is required in § 86.091–23(b)(4)(ii)).

(c) No crankcase emissions shall be
discharged into the ambient atmos-
phere from any new 1996 or later model
year methanol-or gaseous-fueled diesel,
or any naturally aspirated diesel
heavy-duty engine. For petroleum-
fueled engines only, this provision does
not apply to engines using
turbochargers, pumps, blowers, or su-
perchargers for air induction. This pro-
vision is optional for all 1996 model
year gaseous-fueled diesel heavy-duty
engines, and for 1997 model year gas-
eous-fueled diesel heavy-duty engines
using turbochargers, pumps, blowers or
superchargers for air induction.

(d) Every manufacturer of new motor
vehicle engines subject to the stand-
ards prescribed in this section shall,
prior to taking any of the actions spec-
ified in section 203(a)(1) of the Act, test
or cause to be tested motor vehicle en-
gines in accordance with applicable
procedures in subpart I or N of this
part to ascertain that such test engines
meet the requirements of paragraphs
(a), (b), (c), and (d) of this section.

[58 FR 15799, Mar. 24, 1993, as amended at 59
FR 48500, Sept. 21, 1994; 60 FR 43887, Aug. 23,
1995; 62 FR 47120, Sept. 5, 1997]

§ 86.096–14 Small-volume manufac-
turer certification procedures.

Section 86.096–14 includes text that
specifies requirements that differ from
those specified in §§ 86.094–14 and 86.095–
14. Where a paragraph in § 86.094–14 or
§ 86.095–14 is identical and applicable to
§ 86.096–14, this may be indicated by
specifying the corresponding paragraph
and the statement ‘‘[Reserved]. For
guidance see § 86.094–14’’ or ‘‘[Reserved].
For guidance see § 86.095–14.’’ Where a
corresponding paragraph of § 86.094–14
or § 86.095–14 is not applicable, this is
indicated by the statement ‘‘[Re-
served].’’

(a) through (c)(11)(ii)(B)(15) [Re-
served]. For guidance see § 86.094–14.

(c)(11)(ii)(B)(16) through
(c)(11)(ii)(B)(18) [Reserved]. For guid-
ance see § 86.095–14.

(c)(11)(ii)(B)(19) For each light-duty
vehicle, light-duty truck, or heavy-
duty vehicle evaporative emission fam-
ily, a description of any unique proce-
dures required to perform evaporative
emission tests (including canister
working capacity, canister bed volume,
and fuel temperature profile for the
running loss test) for all vehicles in
that evaporative emission family, and
a description of the method used to de-
velop those unique procedures.

(20) For each light-duty vehicle,
light-duty truck, or heavy-duty vehicle
evaporative emission family:

(i) Canister working capacity, accord-
ing to the procedures specified in
§ 86.132–96(h)(1)(iv);

(ii) Canister bed volume; and
(iii) Fuel temperature profile for the

running loss test, according to the pro-
cedures specified in § 86.129–94(d).

(c)(11)(ii)(C) through (c)(11)(ii)(D)(5)
[Reserved]. For guidance see § 86.095–14.

(c)(11)(ii)(D)(6) [Reserved]
(c)(11)(ii)(D)(7) through (c)(15) [Re-

served]. For guidance see § 86.094–14.

[58 FR 16023, Mar. 24, 1993]

§ 86.096–21 Application for certifi-
cation.

Section 86.096–21 includes text that
specifies requirements that differ from
§86.094–21. Where a paragraph in
§ 86.094–21 is identical and applicable to
§ 86.096–21, this may be indicated by
specifying the corresponding paragraph
and the statement ‘‘[Reserved]. For
guidance see § 86.094–21.’’

(a)–(b)(8) [Reserved]. For guidance
see § 86.094–21.

(b)(9) For each light-duty vehicle,
light-duty truck, or heavy-duty vehicle
evaporative emission family, a descrip-
tion of any unique procedures required
to perform evaporative emission tests
(including canister working capacity,
canister bed volume, and fuel tempera-
ture profile for the running loss test)
for all vehicles in that evaporative
emission family, and a description of
the method used to develop those
unique procedures.

(10) For each light-duty vehicle,
light-duty truck, or heavy-duty vehicle
evaporative emission family:

(i) Canister working capacity, ac-
cording to the procedures specified in
§ 86.132–96(h)(1)(iv);
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